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> CANCELS: B-11
ASTM C318 DATE: 12/31/67
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PRODUCING PLANTS: Leong Beach, Antioch, Seattle, Rosario & Jucksonville
Long Jack-
Core Fermula: (Pounds per MSF) Beach  Antioch  Seattle  Reosario  sonville

Board Stucco (S-1, 5-2) 1470-16201470-16201470-1620 1470-16201470-1620

Paper Fiber (B-G~1) 10-17 10-17 10-17 10-17 10-17
Starch {(RM=-B-11) 7-10 7-10 7-10 7-10 7-10
Dextrose (RM-8-3) 0-3 0-3 0-3 0-3 0-3

Core Foaming Agent:

ALS {B-G-1) 0.2-1.0 - - 0.2-1.¢ 0.2-1.0

AAS (8-6-1) - 0.2-1.0 0.2-1.0 - -
Lignin (B-G-1)  2.5-3.5 3-4  5.0-7.0 2.5-3.5 2.5-3.5
End Trim (8-G-1)} 20-35 10-30 20-35 None 20-35

Potassium Sulfate (B-G-1) 0.5-2.0 0-2.0 0.5-2.0 None 0.5-2.0

Retarder (B-G-1) MNone 0-0.5 None 0-0.5 None
Hydrated Lime  (RM-P-3) 0-0.8 0-0.8 0-0.8 0-0.8  0-C.8
Paper Liners: Formbeard Manila and Formbocrd Greyback paper.

OPERATING SPECIFICATIONS: (Refer to Process Bulletin B-G~2 for General Specifications)

. Slurry Setting Time, minutes '2'— 4
2. Wet Slurry Weight, (pounds per c.f.) 76 - 85
3. Wet Compressi\-}e Strength, p.s.i. 325 - 550

4. Edges - Squere
5. Width : 32"
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Wet Weight

- Dry Weight

+ Evaporation Loss

Thickness - Average
" = Individual reading

Edge Hardness at Take-off

End Peel after Sawing

- Flexural Strength, minimum

vt

- Across grain
Parallel

Deflection at Breck, minimum
Across grain
Paralle!

Punch Test

Twist Test, maximum split '

Face

Back

Hammer Loss Test, decigrams

Individual Sample, maximum

(Lbs./M sq.ft.)

{Lbs./M sq.ft.)

(Lbs./M sq.ft.)

{inch)

(inch)

- (Lbs.)

{inch)

(Lbs.)

- (iz:lch)

-+ (Lbs.)

(inch)

Bond at High Humidity, moximum peel

Face

Back

. (frl'llch)

PRODUCT SPECIFICATIONS:  Refer to Product Bulletin B-G~4 for General Specifications.)

¥ 3100-3400

2000-2200, 2100 average
200-1070

.495-.520

+ .010 from average

8 min., 18 max., 13 average

1/8 maximum

160

1100-1800

- 3/4
3/4

7.5

1/2
1/2
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